Reportable incidents total

<table>
<thead>
<tr>
<th>Level 1 incidents</th>
<th>Level 2 incidents</th>
<th>Level 3 incidents</th>
</tr>
</thead>
<tbody>
<tr>
<td>33</td>
<td>2</td>
<td>0</td>
</tr>
</tbody>
</table>

Note: Incidents are categorised as Level 1, 2 or 3 according to the seriousness of the incident, with 3 being the most serious.

Injuries | Fatalities
---|---
7 | 0

Reportable incidents overview

Note: While all incidents are investigated, generally only level 2 and 3 incidents are summarised below.

<table>
<thead>
<tr>
<th>Level</th>
<th>Incident type</th>
<th>Summary</th>
<th>Comment to industry</th>
</tr>
</thead>
<tbody>
<tr>
<td>2</td>
<td>Work environment</td>
<td>Worker struck by a piece of stone/coal while changing tailgate shearer picks.</td>
<td>Maintaining equipment on a longwall face may expose workers to unsupported ground. Mine operators should have systems in place that prevent people entering and/or working in any area of the mine where there is no ground or strata support. Regular inspections, supervision and temporary support should be considered as minimum control measures.</td>
</tr>
<tr>
<td>2</td>
<td>Strata/ground control</td>
<td>Approximately 100 tonnes of ore failed from a wide brow in an underground metalliferous mine stope. The fallen ore landed predominantly on the rill.</td>
<td>Mine operators should ensure that a system is in place to identify and verify that ground support is being installed as per the mine design. All mine designs should consider and allow for known and prevailing local geological structures and geotechnical issues. A QA/QC system for ground support installation should be in place and monitored for compliance. When considering matters in developing control measures to manage the risks of ground failures, mine operators must refer to the WHS(M&amp;P)R Schedule 1 (1). Metalliferous mines may wish to refer to the Mine Safety Operations publication MEX-009 – Mine ground control management plan audit tool.</td>
</tr>
</tbody>
</table>
Recent incident publications

<table>
<thead>
<tr>
<th>Type</th>
<th>Identifier</th>
<th>Title</th>
<th>Date published</th>
</tr>
</thead>
<tbody>
<tr>
<td>No recent publications</td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

You can find all our incident related publications (i.e. safety alerts, safety bulletins, incident information releases, weekly incident summaries and investigation reports) on our [website](#).

Further information

Should you wish to seek further information, please contact one of our offices:

**COAL (NORTH) and EAST METEX**
Maitland
NSW Department of Industry
Mineral Resources
516 High Street, Maitland NSW 2320
(PO Box 344, Hunter Region MC NSW 2310)
T 1300 736 122 or 02 4931 6666
F 02 4931 6790
E mine.safety@industry.nsw.gov.au

**COAL (SOUTH)**
Wollongong
NSW Department of Industry
State Government Offices
Level 3, Block F, 84 Crown Street,
Wollongong NSW 2500
(PO Box 674, Wollongong NSW 2520)
T 02 4222 8333
F 02 4226 3851

**WEST METEX**
Orange
NSW Department of Industry
161 Kite Street, Orange NSW 2800
(Locked Bag 21, Orange NSW 2800)
T 02 6360 5333
F 02 6360 5363
After hours – emergency only 02 6360 5343

© State of New South Wales through the Department of Industry, Skills and Regional Development 2016. You may copy, distribute and otherwise freely deal with this publication for any purpose, provided that you attribute the NSW Department of Industry, Skills and Regional Development as the owner.

Disclaimer: The information contained in this publication is based on knowledge and understanding at the time of writing (July 2016). However, because of advances in knowledge, users are reminded of the need to ensure that information upon which they rely is up to date and to check currency of the information with the appropriate officer of the NSW Department of Industry, Skills and Regional Development or the user’s independent advisor.